EXECUTIVE ORDER VR-302J

Standing Loss Control Vapor Recovery System for
New Installations of Aboveground Storage Tanks

Exhibit 1
EQUIPMENT LIST

Equipment Manufacturer/Model Number
Pressure/Vacuum Vent Valve A. Husky 5885
(Figure 1A-1)
B. Franklin Fueling Systems PV-Zero
(Figure 1A-2)
Protected Aboveground A. SuperVault

Storage Tanks

(Figure 1B-1)
See “Table A” for Model Numbers

B. Steel Tank Institute Fireguard
(Figure 1B-2)
See “Table B” for Model Numbers

C. ConVault
(Figure 1B-3)
See “Table C” for Model Numbers

D. Containment Solutions Hoover Vault
(Figure 1B-4)
See “Table D” for Model Numbers

E. Above Ground Tank Vault
(Figure 1B-5)

See “Table E” for Model Numbers

F. Western-Global Holdings
EviroCube Fire-Protected Tank
(Figure 1B-6)

See “Table F” for Model Numbers
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EXHIBIT 1

Description of “SuperVault” Protected Aboveground Storage Tanks

TABLE A

Make

Modern Custom Fabrication, SuperVault

Model Number

MH Series

Capacity

250 gallons and greater’

Shape

Cylindrical: 250 gallons and greater
Rectangular: 250 — 2,000 gallons

Serial Number

TXXXXX
Where X = number from 0 to 9

OEM Coating .
Color Desert Tan or White
Image of AST See Figure 1B-1

TABLE B

Description of “Fireguard” Protected Aboveground Storage Tanks

Make

Steel Tank Institute, Fireguard

Model Number

Not Applicable

Capacity

250 gallons and greater®

Shape

Cylindrical: 250 gallons and greater
Rectangular: 250 gallons and greater

Serial Number

XXXX, XXXXX, or XXXXXX
Where X = number from 0 to 9

OEM Coating

Calar

White

Image of AST

See Figure 1B-2

" The maximum tank capacity shall be consistent with the California Fire Code.
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TABLE C
Description of “ConVault” Protected Aboveground Storage Tanks
Make ConVault, ConVault Tank

Model Number

XXXXTYYWXX!
or

XXXXTYYYWXX!
Where X = letter
Where Y = letter or number from 0 to 9
Where W = number from 0 to 9
Where X' = letter or blank space

Capacity

250 gallons and greater®

Shape

Rectangular

Serial Number

Z XXXXX, XXXXXX
Where Z = letter
Where X = number from 0 to 9

OEM Coating

CAalar

White

Image of AST

See Figure 1B-3

* The maximum tank capacity shall be consistent with the California Fire Code
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TABLE D
Description of “Hoover Vault” Protected Aboveground Storage Tanks
Make Containment Solutions, Hoover Vault

Model Numbers

VWAAXXXXVXXXX, VWAAXXXXVYXXX

Where V =V (vaulted)

Where W = 4 for four (4) inches of insulation (concrete)
for tanks greater than 1,000 Gallons

Or 6 for six (6) inches of Insulation (concrete)
for tanks less than 1,000 Gallons

Where X = number from 0-9

Where X' = “C” for value of 100 or “M” for value of 1000,
if tank is greater than 1,000 gallons,

Where Y = S (standard) or 8 (modified)

LDPXXX, LDPXXXX, LDPXXXXX,
LDPXXXP, LDPXXXXP, LDPXXXXXP;

LPDXXX, LPDXXXX, LPDXXXXX,
LPDXXXP, LPDXXXXP, LPDXXXXXP; 2
LPXXX, LPXXXX, LPXXXXX,

LPXXXP, LPXXXXP, LPXXXXXP;?
LDPDXXX, LDPDXXX, LDPDXXXX,
LDPDXXXP, LDPDXXXXP, LDPDXXXXXP; *

LPDDXXX, LPDDXXXX, LPDDXXXXX,
LPDDXXXP, LPDDXXXXP, LPDDXXXXP*

Where X = numbers from 0 to 9 and denotes the size of the AST in gallons
(12,000 gallons or less);

' the “P” at the end indicate “protected” before UL reprinted tank labels;

2 the “LPD” is misprint of LDP (and may have a “P” at the end of the
model number);

3the “LP” is misprint of LDP (and may have a “P” at the end of model
number);

“the second “D” may be used to indicated duel compartment (and may
have a “P at the end of the model number);

° the second and third letters may be a misprint (‘PD” instead of “DP”),
there is a second “D” to indicate a duel compartment, and there may be
a “P” at the end of the model number; and For ASTs manufactured

after 1993.
Capacity 250 gallons and greater*’
Shape Cylindrical or Rectangular

Serial Number

Varies

OEM Coating Color

Desert Tan or White

Image of AST

See Figure 1B-4

* The maximum tank capacity shall be consistent with the California Fire Code
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TABLE E

Description of “AGT Vault” Protected Aboveground Storage Tanks

Make

Above Ground Tank, AGT Vault

Model Numbers

CXXXi, CXXXXi, CXXXXXi

Where X = numbers from 0 to 9
Where | = Insuladd Paint Additive

Capacity

250 gallons and greater®

Shape

Cylindrical

Serial Number

Not applicable

gfmr“a““g White with INSULADD paint additive
Image of AST See Figure 1B-5

TABLE F

Description of “WGH” Protected Aboveground Storage Tanks

Make

Western-Global Holdings — EviroCube Fire-Protected Tank

Model Numbers

PATO04: 3,900 - Liters / 1,030 - US Gallons
PAT10: 9,698 — Liters / 2,562 — US Gallons
PAT20: 20,559 — Liters / 5,431 — US Gallons
PAT40: 41,643 — Liters / 11,001 — US Gallons

Capacity

1030 gallons and greater®

Shape

Rectangular

Serial Number

Stamped on data plate

OEM Coating Polyurethane based epoxy paint system in pure-white color with
Color over +85% reflectance
Image of AST See Figure 1B-6

* The maximum tank capacity shall be consistent with the California Fire Code.
* The maximum tank capacity shall be consistent with the California Fire Code.
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FIGURE 1A-1
Husky 5885 Pressure/Vacuum Vent Valve

Model Number

Serial Number

FIGURE 1A-2
PV ZERO™ Pressure/Vacuum Vent Valve

Model Number Serial Number




VR-302-J

EXHIBIT 1

FIGURE 1B-1
Modern Custom Fabrication
SuperVault MH Series Protected Above Ground Storage Tanks

Metal ID Plaque Mounted to AST

| i

SOUTHWEST RESEARCH INSTITUTE
Chemistry and Chemical Engineering Division
Department of Fire Technology

San Antonie, Texas
(210) 522-2424

Southwest Ressarch Institute (SwRl) is an independent, nanprott research and davelopment organization founded in 1847 to
support Industry, business and govemmant,
The menufacturer whose name appears below Is qualifisd under the Listing, Labaiing, and Follow-up Inspaction Servicas
Program _established by SwRI for fumishing insulaled end protected
combuasible iquics. Tne manufacturer |s therefore autharized 1o L3e this document es proof of thelr compliance as dascribed

aboveground fuel siorage fanks for flammable end

£

below.
DOCUMENT NO: 96040-01-43
PRODUCT: SupetVault MH Tank
MANUFACTURED BY: MODERN CUSTOM FABRICATION, INGC.
LOCATION: Fresno, CA
APPLICATION: Insulated and protected aboveground tanks for storage of
flammable and combustible liquids
SRl Project Nos.
LABEL MARK: el
SuperVauit MH

Manuraciured by Modam Custam Fabrication, Inc.
Frasno, CA

Tank

LISTED BY: SWRIID No. 98040-01-08
Fated Frotected
San Antonio, Texss for Fiammable and Combustinle Liquids
Swhl Fe-use ser 9xposure 10 4 fire,
by DSHA and as a tasting punciurs, or hesvy-vehicle Impact, Should any of these occur, contect the
labotatory and quality manufecturer,
#ssurance! Inspection agency
o e ; passing a 4-hour Fira Exposure Tast, a
tnc., ICBO ES, and the Standarde.  Hosa Straam Resistance Tast, a Projactils Panairation Test, a Haavy Vahicle
Councll of Canads. Impact Tent,
hour Fire Exposure Teei using the same, fully-assembied est tan for &ll
stz
‘This tank compiles
z SwhI Tast Proosdurs §3-01, UFG 76-7, UL 2085, snd Intersthlal
o

Serial Number:“1XXXXX”
where X=number from 0 to 9

Gommunilcation Teal, and Ia 8 récoghized lishsd procuct by Southweat
Research Institute, San Antonio, Texse.
Menutactured undsr one or mors of the following patents: United Strtes
Patant Nos. ; &  6,092,024; and 5,103,986. Manufactured
:lmhrl.hlnuﬁvmCEIITMWTIM‘.IIIVIIIUHNOBIIC«W 3
ne.

Model Number:

“MH” Series

SuperVault MH Tank Document of Compliance for Modern Custom Fabrication, Ing, of Fresno, CA
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EXHIBIT 1

FIGURE 1B-2
Steel Tank Institute
Fireguard Protected Above Ground Storage Tanks

Fireguard Decal

Manufacturing Plant
Decal (Not required)

FIREGUARD

Steel Tank Institute

Serial No. XXXX

Serial Numbers:

XXXX, XXXXX, XXXXXX
Where X= number from 0-9

Note: No Model Numbers




VR-302-J -9- EXHIBIT 1

FIGURE 1B-3
ConVaulte Inc
ConVault Aboveground Storage Tanks

ConVault UL Placard: 2 Variations of Metal Plates

Includes:
° Model Number: 1 LISTED Pno’TECTE’n 5‘553'éS:“!LﬁS:‘.L‘g‘t‘g’"j:‘,L:“E‘;:::::""r:““
(See Table C) - = ‘
e Serial Number:
(See Table C)
e Manufacturer
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FIGURE 1B-4
Containment Solutions, Inc
Hoover Vault Tanks

Containment Solutions, Inc, UL Placard

Identifies UL listing, model number, tank size

Attached to tank in various locations depending on size

* CONTAINMENT .
@.,,. SOLUTIONS

INSULATED SECONDARY CONTAINMENT ABOVEGROUND TANK FOR
FLAMMABLE AND COMBUSTIBLE LIQUIDS PROTECTED TYPE
NO.R- - PLANT 1D JOB NO.

SINGLE COMPARTMENT TANK

TWO COMPARTMENT TANK

SINGLE COMPARTMENT TANK CAPACITY GALLONS
COMPARTMENT TANK
FIRST COMPARTMENT CAPACITY GALLONS
SECOND COMPARTMENT CAPACITY GALLONS
MOooEL @ MANUFACTURED
THE SINGLE COMPARTMENT PRIMARY TANK REQUIRES EMERGENCY RELIEF
VENTING CAPACITY OF CUBIC FEET PER HOUR

THE TWO COMPARTMENT TANK REQUIRES
CUBIC FEET PER HOUR FIRST COMPARTMENT
CUBIC FEET PER HOUR SECOND COMPARTMENT
THE ANNULAR SPACE REQUIRES EMERGENCY VENTING CAPACITY OF
. CUBIC FEET PER HOUR
Model Numbers: THIS TANK SHALL BE INVESTIGATED TO DETERMINE ACCEPTABILITY
(See Table D) FOR USE AFTER FIRE EXPOSURE DAMAGE, OTHER PHYSICAL DAMAGE,
OR MISUSE: BALLISTIC RESISTANT: VEHICLE IMPACT RESISTANT.
PRESSURIZE PRIMARY TANK WHEN PRESSURE TESTING ANNULAR SPACE.
THIS TANK IS INTENDED FOR INSTALLATION IN ACCORDANCE WITH
NFPA 30, 30A, 31 OR UFC. FOLLOW INSTALLATION INSTRUCTIONS
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EXHIBIT 1

FIGURE 1B-5

Above Ground Tank
Above Ground Tank Vault™ Aboveground Storage Tank

Image of UL Label
(Location Typical for 250
to 20,000 Gallons)

@ Labtblories e, ® MH17603
LIsSTED

PROTECTED, SECONDARY CONTAINMENT |ABOVEGROUND TANK FOR
FLAMMABLE LIQUIDS NO. G

UL Serial Number

by: Factory Code: _____
Model: .
Date of Manufacture: w38 L)
Primary tank capacity —__ Gallons
MNote: This tank requires emergency rolief venting capacity not less than ____
CFH. (Pimary Tankj and ___ CF.H. (Annular Spacs).

ABOVE GROUND TANK VAULT
800/234-AGTV

Pressurize Primary Tank When Pressure Testing Annular (Interstitial) space.

This tank is for stationary installation only.

VEHICLE IMPACT AND PROJECTILE RESISTANT.

This tank in with: UL 142, Standard UL 2085, and
UFC 79-7.

This aboveground tank is intended for installation in accordance with UFC Appendix ILF,
NFPA30, NFPA30A and NFPA3L

Install spproved overspill containment and overfill prevention befors filling - SEE OWNER'S
MANUAL.

TANKS TO BE INSTALLED PER INSTALLATION INSTRUCTIONS.

Slope installation with monitoring sccess end of tank at lowest point

This tank shall bo investigated to determine acceptability for continued use after fire
exposure, physical abuse or misuse.

Model Number:
See Table F

AGT Vault Logo Location

(Location Typical for 250 to 20,000 Gallons)

AGB®Vault
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FIGURE 1B-6
Western-Global Holdings — EnviroCube Fire-Protected Tank
Aboveground Storage Tank

Working Load
Limit (WLL) of
Empty Tank for
Rigging

Brand
Logo

Model Number

Gallon
Capacity

Serial Number UL/ULC Listing
Marking Data-Plate




